


DECK MOUNTED BOLLARD 

RUSTIC FOLK STYLE CAP TO CREATE
HISTORIC LOOK. CAP TBD

36" TALL

FULL CUTOFF TO MINIMIZE LIGHT
POLLUTION AND GLARE - 
WARM WHITE LED

WROUGHT IRON OR COPPER PATINA
FINISH

SURFACE MOUNTED
DIMMABLE LED
ADJUSTABLE DOWNLIGHT, 

FINISH TO MATCH STEEL
TUBING.

2.5"W X 4"L

WARM WHITE LED TO
EMULATE INCANDESCENT
LIGHT

Dia.
(57mm)

2 1/4"

)
Shown in 
Machined Stainless Steel (MAC) finish

(41mm)
1 5/8"

(57mm)(102mm)
4" 2 1/4"

GROUND MOUNT BOLLARD WITH HOUSE
SIDE SHIELD

HISTORIC CARRIAGE STYLE CAP TO
CREATE HISTORIC LOOK. CAP TBD

36" TALL

FULL CUTOFF TO MINIMIZE LIGHT
POLLUTION AND GLARE - 
WARM WHITE LED

WROUGHT IRON FINISH

HISTORIC LANTERN
FIXTURES FLANKING GATE. 

FULL CUTOFF 

WARM WHITE LED TO
EMULATE INCANDESCENT
LIGHT

RUSTIC COTTAGE
LANTERN TO REPLACE
EXISTING FIXTURE

FULL CUTOFF 

WARM WHITE LED TO
EMULATE INCANDESCENT
LIGHT



EXISTING WALL MOUNTED
LANTERN AT MAIN ENTRY
TO BE REFURBISHED.

TREE MOUNT LED
DOWNLIGHT

FIXTURE TO BE
CONCEALED WITHIN IN
SPECIMEN TREES -
MOUNTED IN DOWN
POSITION

2.5"W X 4"L

WARM WHITE LED TO
EMULATE INCANDESCENT
LIGHT

WROUGHT IRON  OR
DARK BRONZE FINISH

GROUND MOUNT
BOLLARD 

HISTORIC CARRIAGE
STYLE CAP TO CREATE
HISTORIC LOOK. CAP TBD

36" TALL

FULL CUTOFF TO
MINIMIZE LIGHT 
POLLUTION AND GLARE - 
WARM WHITE LED

WROUGHT IRON FINISH



GROUND MOUNT BOLLARD WITH
HOUSE SIDE SHIELD

RUSTIC FOLK STYLE CAP TO CREATE
HISTORIC LOOK. CAP TBD

36" TALL

FULL CUTOFF TO MINIMIZE LIGHT
POLLUTION AND GLARE - 
WARM WHITE LED

WROUGHT IRON OR COPPER PATINA
FINISH



GROUND MOUNT BOLLARD WITH HOUSE SIDE SHIELD - 
CARRIAGE STYLE - 36" TALL
FULL CUTOFF TO MINIMIZE LIGHT POLLUTION AND
GLARE. DARK BRONZE FINISH.

PIPE MOUNTED DIMMABLE LED
ADJUSTABLE DOWNLIGHT, FINISH TO
MATCH STEEL TUBING.

HISTORIC LANTERN FIXTURES FLANKING
GATE. 

WALL
MOUNTED
LED
CYLINDER
MOUNTED
INSIDE BGE
VESTIBULES,
FLANKING
DOOR.

Dia.
(57mm)

2 1/4"

)
Shown in 
Machined Stainless Steel (MAC) finish

(41mm)
1 5/8"

(57mm)(102mm)
4" 2 1/4"
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BOLLARDS

Proposed new site bollard - Type XA1, XA2

Style: Simplified Carriage style

Lamp: Warm White LED, 2700K - 613 lumens

Dimensions: 36”H x 3” (8”x 7” head)

Finish: Wrought Iron Powder Coat

Lens: Frosted UV Stabilized Acrylic

Distribution: Type V, Full Cutoff, House Side 

Shield where needed

Wattage: 20W

Location: Adjacent to Museum and BGE

MFG: Spectra Lighting
Design Inspiration taken from existing fixtures on site

at museum.

Design Inspiration taken from architectural style of 

MacVeagh House

Design Inspiration taken from existing fix-

tures found in Santa Barbara

Wrought Iron finish. 

Design Inspiration taken from existing fixtures found in 

Santa Barbara.

Proposed new site bollard - Type XB

Style: Simplified National Folk Style

Lamp: Warm White LED, 2700K - 613 lumens

Dimensions: 36”H x 3” (9.25”x 8” head)

Finish: Wrought Iron Powder Coat

Lens: Frosted UV Stabilized Acrylic

Distribution: Type V, Full Cutoff, House Side 

Shield where needed

Wattage: 20W

Location: Adjacent to Backyard Cottage and 

McVeigh House

MFG: Spectra Lighting

Rendered elevation illustrates light 

distribution and scale. 

Scale:  1”=1’

IES Outdoor Photometric Report

IES ROAD REPORT
PHOTOMETRIC FILENAME : LBD400.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=12.9, Medium=109.8, High=135.1, Very High=45.5
Back: Low=12.9, Medium=109.8, High=135.1, Very High=45.5
Uplight: Low=6.9, High=0.0

BUG Rating : B1-U1-G1

Photometric Toolbox Professional Edition - Copyright 2002-2011 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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WALL MOUNTED 
FIXTURES

Proposed new wall lantern - Type XD

Style: Simplified Carriage style

Lamp: Warm White LED, 2700K - 613 lumens

Dimensions: 1’x1’2” Head

Finish: Wrought Iron Powder Coat

Lens: Frosted UV Stabilized Acrylic

Distribution: Type V, Full Cutoff, House Side 

Shield where needed

Wattage: 20W

Location: Adjacent to Museum and BGE

MFG: Spectra Lighting

Design Inspiration taken from ex-

isting fixtures on site

at museum.

SCALE: 1/4” = 1’

Design Inspiration taken from architectural style of 

MacVeagh Cottage (Backyard)

Design Inspiration taken from existing fixtures found in 

Santa Barbara.

Proposed new sconce - Type XJ

Style: Simplified National Folk Style - Sconce

Lamp: Warm White LED, 2700K - 613 lumens

Dimensions: 6”x 8.25” 

Finish: Wrought Iron Powder Coat

Lens: Frosted UV Stabilized Acrylic

Distribution: Type V, Full Cutoff

Wattage: 20W

Location: MacVeagh Cottage

MFG: Spectra Lighting
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ENLARGED 
PLANS

SCALE: 3”=1’

SCALE: 1/2”=1’

SCALE: 3”=1’
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ENLARGED 
PLANS

SCALE: 6”=1’ SCALE: 3”=1’
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