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Urbemis 2007 Version 9.2.4

Combined Annual Emissions Reports (Tons/Year)

File Name:
Project Name: Sycamore
Project Location: Santa Barbara County APCD

On-Road Vehicle Emissions Based on: Version : Emfac2007 V2.3 Nov 1 2006

Off-Road Vehicle Emissions Based on: OFFROAD2007

Summary Report:
CONSTRUCTION EMISSION ESTIMATES

ROG NOx co

2012 TOTALS (tons/year unmitigated) 0.14 1.08 0.64

Construction Unmitigated Detail Report:

CONSTRUCTION EMISSION ESTIMATES Annual Tons Per Year, Unmitigated

ROG NOx co
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2012

Demolition 07/01/2012-
07/14/2012

Fugitive Dust

Demo Off Road Diesel
Demo On Road Diesel
Demo Worker Trips

Mass Grading 07/01/2012-
10/31/2012

Mass Grading Dust

Mass Grading Off Road Diesel

Mass Grading On Road Diesel

Mass Grading Worker Trips
Building 07/14/2012-08/08/2012

Building Off Road Diesel
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Phase: Demolition 7/1/2012 - 7/14/2012 - Default Building Construction Description

Building Volume Total (cubic feet): 0
Building Volume Daily (cubic feet): 0

On Road Truck Travel (VMT): 0
Off-Road Equipment:

1 Concrete/Industrial Saws (10 hp) operating at a 0.73 load factor for 8 hours per day

1 Rubber Tired Dozers (357 hp) operating at a 0.59 load factor for 1 hours per day

2 Tractors/Loaders/Backhoes (108 hp) operating at a 0.55 load factor for 6 hours per day
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Phase: Mass Grading 7/1/2012 - 10/31/2012 - Default Fine Site Grading Description
Total Acres Disturbed: 0.64
Maximum Daily Acreage Disturbed: 0.16
Fugitive Dust Level of Detail: Default
20 Ibs per acre-day
On Road Truck Travel (VMT): 0
Off-Road Equipment:
1 Graders (174 hp) operating at a 0.61 load factor for 6 hours per day
1 Rubber Tired Dozers (357 hp) operating at a 0.59 load factor for 6 hours per day
1 Tractors/Loaders/Backhoes (108 hp) operating at a 0.55 load factor for 7 hours per day
1 Water Trucks (189 hp) operating at a 0.5 load factor for 8 hours per day

Phase: Building Construction 7/14/2012 - 8/8/2012 - Default Architectural Coatiﬁg Description
Off-Road Equipment:

1 Cranes (399 hp) operating at a 0.43 load factor for 4 hours per day

2 Forklifts (145 hp) operating at a 0.3 load factor for 6 hours per day

1 Tractors/Loaders/Backhoes (108 hp) operating at a 0.55 load factor for 8 hours per day





